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Thermostop
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fixing rail
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solid wall

AT-mineral wool

T-profile 40/50

litho glass element

clip, adjustable

securing clip

wall angle G / FG

ceramic point

Thermostop
+ fixing ref. to static

insulation support
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litho glass element

fixing rail
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wall angle G / FG

substructure rivet
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AT-mineral wool
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substructure rivet

wall angle G
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ceramic point
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fixing rail
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T-profile 40/50

Thermostop
+ fixing ref. to static

wall angle G / FG

special reveal profile

plug-in rail

window ledge
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special side profile

litho glass element
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Thermostop
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wall angle G / FG
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150-200 bzw. 100 mm
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insulation support

AT-mineral wool

T-profile 40/50

litho glass element

substructure rivet

wall angle G

clip, fixed

ceramic point

Thermostop
+ fixing ref. to static

fixing rail

attachment set

aluminium sheet
for ventilation,
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ETICS-Plinth processing
ref. to
specification / guidelines
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T-profile 40/50

litho glass element

clip, fixed

ceramic point

fixing rail

attachment set

AT-mineral wool

insulation support

wall angle FG

substructure rivet

Thermostop
+ fixing ref. to static

ETICS-Plinth processing
ref. to
specification / guidelines

drip edge profile
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attachment set
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