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GENERAL SECTION HORIZONTAL

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0110
-

1:2,5

mf

31.01.2022

150-200 or 100 mm
see certification

150-200 or 100 mm
see certification

min. 6 mm

fixing rail

securing clip

clip, adjustable

litho stone element

insulation support

AT-mineral wool

Thermostop
+ fixing ref. to static

wall angle G / FG

substructure rivet

T-profile 40/50

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
                        The on-site connections are of the outside firms own responsibility according to the guidelines of the VOB/DIN. The drawn connections from us serve only to complete the plans.
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GENERAL SECTION VERTICAL

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0210
-

1:2,5

mf

31.01.2022
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solid wall

AT-mineral wool

T-profile 40/50

litho stone element

clip, adjustable

m
in

. 6
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m

Thermostop
+ fixing ref. to static

substructure rivet

wall angle G

fixing rail

ceramic point

adjustingscrew

4.
5

4.
5

clip, fixed

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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EXTERNAL CORNER

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0310
-

1:2,5

mf

31.01.2022

m
ax
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150-200 or 100 mm
see certification

fixing rail

securing clip

clip, adjustable

litho stone element

insulation support

Thermostop
+ fixing ref. to static

wall angle G / FG

substructure rivet

T-profile 40/50

securing clip

clip, adjustable

fixing rail

AT-mineral wool

connecting angle 90°
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EXTERNAL CORNER

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0320
-

1:2,5

mf

31.01.2022

fixing rail

securing clip

clip, adjustable

litho stone element
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150-200 or 100 mm
see certification

insulation support

Thermostop
+ fixing ref. to static

wall angle G / FG

substructure rivet

T-profile 40/50

clip, adjustable

fixing rail

AT-mineral wool

m
ax

. 5
0 

m
m

visible edge
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INTERNAL CORNER

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0410
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

litho stone element

clip, adjustable

securing clip

ceramic point

Thermostop
+ fixing ref. to static

insulation support

T-profile 40/50

internal angle 90°

min. 6 mm

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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INTERNAL CORNER

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0420
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

T-profile 40/50

litho stone element

clip, adjustable

securing clip

wall angle G / FG

ceramic point

Thermostop
+ fixing ref. to static

insulation support

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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TOP COMPLETION / PARAPET

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0610
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

T-profile 40/50

litho stone element

substructure rivet

wall angle FG

Thermostop
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clip, adjustable

ceramic point

fixing rail

attica cover by customer

insulation support
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TOP COMPLETION / VERGE

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0710
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

T-profile 40/50

litho stone element

substructure rivet

wall angle FG

fixing rail

clip, adjustable

ceramic point

substructure rivet

roof construction

insulation support

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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LINTEL

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0910
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

T-profile 40/50

litho stone element

substructure rivet

wall angle G

clip, fixed

ceramic point

Thermostop
+ fixing ref. to static

insulation support

window element
by customer

fixing rail

max. 250 mm

connecting angle 90°

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
                        The on-site connections are of the outside firms own responsibility according to the guidelines of the VOB/DIN. The drawn connections from us serve only to complete the plans.
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LINTEL WITH SUN PROTECTION

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-0920
-

1:2,5

mf

31.01.2022

AT-mineral wool

T-profile 40/50

litho stone element

substructure rivet

wall angle G

clip, fixed

ceramic point

Thermostop
+ fixing ref. to static

fixing rail

connecting angle 90°

Sonnenschutzanlage

window element
by customer

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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CONNECTION TO WINDOW LEDGE

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1010
-

1:2,5

mf

31.01.2022

insulation support

T-profile 40/50

litho stone element

substructure rivet

wall angle FG

fixing rail

ceramic point

window ledge
fixing anchor
by customer

clip, adjustable

AT-mineral wool

window element
by customer

window ledge
by customer

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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REVEAL

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1110
-

1:2,5

mf

31.01.2022

fixing rail

securing clip

clip, adjustable

ceramic point

AT-mineral wool

insulation support

litho stone element

T-profile 40/50

Thermostop
+ fixing ref. to static

wall angle G / FG

window ledge
by customer

connecting angle 90°

m
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EXPANSION JOINT

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1310
-

1:2,5

mf

31.01.2022

150-200 or 100 mm
see certification

150-200 or 100 mm
see certification

X

20

securing clip

ceramic point

T-profile 40/50

clip, adjustable

litho stone element

Thermostop
+fixing ref. to static

wall angle G / FG

fixing rail

insulation support

AT-mineral wool

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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EXPANSION JOINT - INTERNAL CORNER

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1320
-

1:2,5

mf

31.01.2022

solid wall

AT-mineral wool

T-profile 40/50

litho stone element

clip, adjustable

securing clip

wall angle G / FG

ceramic point

Thermostop
+ fixing ref. to static

insulation support

X

© Lithodecor The chosen form of presentation as well as printing and transmission technology may include small deviations of the scales.
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PLINTH

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1510
-

1:2,5

mf

31.01.2022

insulation support

AT-mineral wool

T-profile 40/50

litho stone element

substructure rivet

wall angle G

clip, fixed

ceramic point

Thermostop
+ fixing ref. to static

fixing rail

aluminium sheet
for ventilation,
perforated

ETICS-Plinth processing
ref. to
specification / guidelines
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STEP / RETURN

STANDARD DETAIL

-

Litho Stone

NATURAL STONE

L2-1610
-

1:2,5

mf

31.01.2022

wall angle FG

fixing rail

clip, adjustable

ceramic point

litho stone element

max. 250 mm
251-400 mm with
additional support
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